PHYSIOMED

IONOSON-Expert

Combination therapy

PHYSIOMED

Technical data

Dimensions (L/W/H): 37/31.5/17.5 cm
Weight: 7.4 kg

Mains connection: 100 - 240 VAC £10 %
Mains frequency: 50 - 60 Hz

Current consumption: 0.6 A/ 1.2 A
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Features

Protection class 1, type BF

Perfected user guidance through a combination of
touchscreen and PHYSIOMED single-button operation

7" color screen with screen saver and display of the most
important parameters of the active channels

Favorites menu with speed dial memory for individual
device functions

Comprehensive overview of all therapy parameters and
therapy timer

Intelligent indication filter functions according to body
region, therapy form, desired therapy effect or alphabet
(with auto-completion of indication names) for a quick
search for the desired treatment suggestion
Easy-to-use, comprehensive memory menu with potpourri
function and history function

Multifunctional intensity control with intensity/comfort
threshold and for quick switching between channels
Logical color coding of the stimulation current and
vacuum application accessories for quick and reliable
assignment of the channels and the respective polarity
SD card slot for product updates

Electrotherapy Ultrasound therapy

Two-channel electrotherapye 1 and 3 MHz ultrasound
(21 current forms) e Ergonomic, durable and
Basic settings at the top biocompatible titanium
level and detailed parametertransducers without
settings in the expert menu, metallurgical deposits
visualization of the current « Continuous or pulsed power
form parameters output (4 duty cycles [1:10,
6 diagnostics menus (incl.  1:5, 1:3, 2:5])

abbreviated I/T curve » Subaqueous treatment
display)

Alternating and

simultaneous stimulation

Simultaneous therapy

Warnings when intensity is

exceeded



Power consumption: 120 VA
Power output stimulation current max:

GMC, MENS = 1,000 pA

G =25mA

HV, HVS, TENS = 140 mA

DF, MF, CP, LP = 70 mA

UR, IG30, IG50, FM, STOCH, FaS, T/R = 75 mA
IF, AMF, MT, KOTS = 100 mA (at 500 Ohm)

Power output Transducer Transducer
ultrasound max. 2,5 cm? 5,0 cm?
Effective surface

Ultrasound frequency 1MHz | 3MHz | 1 MHz | 3 MHz

Mean power density 3 W/em?|1 W/em?|3 W/em?|1 W/em?

Documents

Brochure
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